DIFFUSION-OPEN VENTILATED GREEN ROOF,

INSULATED WITH STRAW BALES

COMPOSITION IN THE BATHROOM

ADHESIVE PUTTY 15mm
— INNER WALL FROM GASSILICATE

— FACING-BRICKS

DISTANCE BELT FISCHER ASL
MAKE SPACE FOR STRAW BALES
BETWEEN SPAR AND WOODEN GRILL

BLOCKS tl. 75mm
— HEAT INSULATION

FROM STRAW BALES 360mm 90 kg/m3
— WIND SEALING PROTECTION - HEMP

OR LINEN FELT SOAKED IN CLAY

— VENTILATED SPACE 50mm

— WOOD CARRYING GRILL SHROUT
— TILING WOOD BOARDS VERTICAL

WOODEN JOIST 80/80mm
FOR ANCHORING INNER WALL

BATHROOM

WITH COVERMOULDING OF CONECTIONS

NATURAL OIL + WAX

STONECROP MIX

VEGETATION SUBSTRATE SECURED
AGAINST SLIDING BY WOODEN GRILL

WATTERACCUMULATING LAYER - AGROORSIL
HYDROINSULATION VARNAMO EPDM

FROM BOTH SIDES PROTECTED BY GEOTEXTILES
WOODCHIP BOARDS OSB STERLING 2 x 16mm
VENTILATION SPACE 50mm

DIFFUSION OPEN HEAT INSULATION

WOOD FIBRE BOARDS DFF HOFAFEST UD 35mm
2x60/160 SPAR FROM TWO PLANKS

HEAT INSULATION - STRAW BALES  360mm 90 kg/m3
WOOD GRILL 80/80 CARRYING BOARDS

WOOD BOARDS 24mm

HEMP OR LINEN (HAX) FELT SOAKED IN CLAY
(STEAM SEALING PROTECTION)

— REED MATTING 8-10mm
— INNER CLAY PLASTER 20mm

DRAINAGE PIPE DN 50
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GRAVEL OF FRACTION 32-63mm

HYDROINSULATION VARNAMO EPDM
FROM BOTH SIDES PROTECTED BY GEOTEXTILES

0SB BOARD 16mm
WOOD STRAP PLATE
WOOD PANELS WITH FEATHER CHANNEL

COPPER PLATING

4x40/300 WOOD PLANKS

AN

CARRYING GRILL SHROUT

A VENTILATION GRILL - COPPER

COPPER STANDPIPE OF RAIN WATTER
WOOD MOULDING 30/50mm

SPAR



